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ROAD RIGHT—OF—WAY DESCRIPTION

A 33’ WIDE RIGHT—OF—WAY 16.5' ON EACH SIDE OF THE FOLLOWING DESCRIBED
CENTERLINE.

‘ BEGINNING “AT A POINT ON THE WEST LINE OF THE SW 1/4 OF SECTION 5,

T2S, R3W, U.S.B.&M. WHICH BEARS NO00°44'53"W 1296.51" FROM THE
SOUTHWEST CORNER OF SAID SECTION 5, THENCE N89°41'23"E 978.16
TANGENT TO, AND TO THE BEGINNING OF A CURVE TO THE RIGHT, HAVING A
DELTA ANGLE OF 73°57'14” AND A RADIUS OF 100.00°; THENCE ALONG SAID
CURVE AN ARC DISTANCE OF 129.07'; THENCE S16°21'23"E 639.81"; THENCE
S02°33'41"E 456.48"; THENCE S07°00'49"E 152.05° TO A POINT ON THE

NORTH LINE OF THE NW 1/4 OF SECTION 8, T2S, R3W, U.S.B.&M. WHICH
BEARS N89°35'46"E 1276.89° FROM THE SAID SOUTHWEST CORNER OF SECTION
5; THENCE S07°00'49"E 164.83"; THENCE S00°04'53"W 370.01" TANGENT TO,
AND TO THE POINT OF BEGINNING OF A CURVE TO THE RIGHT, HAVING A DELTA
ANGLE OF 54°25°47" AND A RADIUS OF 125.00"; THENCE ALONG SAID CURVE
AN ARC DISTANCE OF 118.75"; THENCE S54°30'40"W 136.81" TANGENT TO,

AND TO THE BEGINNING OF A CURVE TO THE LEFT, HAVING A DELTA ANGLE OF
33°56'04” AND A RADIUS OF 150.00; THENCE ALONG SAID CURVE AN ARC

" DISTANCE OF 88.84"; THENCE S20°34'36"W 45.02" TO A POINT IN THE SAID
" NW 1/4 OF SECTION 8 WHICH BEARS S52°27'38"E 1341.18" FROM THE SAID

SOUTHWEST CORNER OF SECTION 5. THE SIDE LINES OF SAID DESCRIBED
RIGHT—OF—WAY BEING SHORTENED OR ELONGATED TO MEET THE GRANTOR'S
PROPERTY LINES. BASIS OF BEARINGS IS THE WEST LINE OF THE SAID NW
1/4 OF SECTION 8 WHICH IS ASSUMED FROM G.L.O. INFORMATION TO BEAR
NORTH. CONTAINS 2.48 ACRES MORE OR LESS.

SURFACE USE DESCRIPTION

BEGINNING AT A POINT IN THE NW 1/4 NW 1/4 OF SECTION 8, T2S, R3W,
U.S.B.&M. WHICH BEARS S52°27°38"E 1341.18" FROM THE NORTHWEST CORNER
OF SAID SECTION, THENCE N89°58'51"E 250.34" TO A POINT ON THE EAST
LINE OF THE SAID NW 1/4 NW 1/4 THENCE S00°00’32"E ALONG SAID LINE
468.72" TO THE SOUTHEAST CORNER OF THE SAID NW 1/4 NW 1/4; THENCE

©$89°21'48"W ALONG THE SOUTH LINE OF THE SAID NW 1/4 NW 1/4 380.31%;

THENCE N0O'01'09"W 472.81"; THENCE N89°58'51"E 130.03" TO THE POINT

OF BEGINNING. BASIS OF BEARINGS IS THE EAST LINE OF THE SAID NW 1/4
WHICH IS ASSUMED FROM G.L.O. INFORMATION TO BEAR NORTH. CONTAINS 4.11
ACRES MORE OR LESS.
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